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mittee E-1, Appendix, 495. Discussion, 508. 
a Tentative Definitions of Terms Relating to Methods of Testing, 937. 
Emulsification. 
Emulsification. Report of Sub-Committee XI, Committee D-2, 358. 
Method of Measuring the Emulsifying Tendency of Lubricating Oils, Based 
on Surface Tension. Howard Dimmig. Report of Sub-Committee XI, Com- 
' mittee D-2, Appendix, 363. 
Tentative Method of Test for Steam Emulsion of Lubricating Oils, 685. _ 
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Proposed Burning Test for Kerosene Oils. Report of Sub-Committee XIX, 
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Tentative Methods of Sampling, Inspection, Packing and Marking of Quicklime- 


and Lime Products, 636. 
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Linseed Oil. 
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Emulsification. Report of Sub-Committee XI, Committee D-2, 358. 7 


Method of Measuring the Emulsifying Tendency of Lubricating Oils, Based on 
Surface Tension. Howard Dimmig. Report of Sub-Committee XI, Com- 


mittee D-2, Appendix, 363. 
Petroleum Products and Lubricants. Report of Committee D-2, 343. Adden- 
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Tentative Method of Test for Color of Lubricating Oils by Means of Union 
Colorimeter, 677. 
Tentative Method of Test for Steam Emulsion of Lubricating Oils, 685. 
Tentative Method of Test for Viscosity of Petroleum Products and Lubricants, 
672. 
Tentative Revision of the Standard Methods of Testing Lubricants (Specific 
7 Gravity, Free Acid, Carbon Residue, Viscosity), 969. 
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Tentative Revision of the Standard Specifications for Malleable Castings, 958. 


_ Magnetic Testing. 
Magnetic Analysis. Report of Committee A-8, 170. 


Magnetic Properties. Report of Committee A-6, 169. 
Tentative Methods of Test for Magnetic Properties of Iron and Steel, 560. 
Tentative Revision of the Standard Methods of Test for Magnetic Properties 
of Iron and Steel. 958. 
Matting. 
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and G. F. Comstock. Report of Committee E-4, Appendix, 521. 
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Alloys, 931. 
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945. 
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Similar Petroleum Products, 665. 
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Definitions of Terms Used in Paint Specifications. Report of Sub-Committee | 
VI, Committee D-1, 267. 
Nomenclature. Report of Sub-Committee XX, Committee D-2, 390. 
Nomenclature and Definitions. Report of Committee E-8, 523. 
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A Review of the Tin Situation. Lawrence Addicks. Report of Committee L 
B-2, Appendix, 184. Discussion, 188. 
Corrosion of Non-Ferrous Metals and Alloys. Report of Committee B-3, 191. 
Non-Ferrous Metals and Alloys. Report of Committee B-2, 175. Discussion, > 
188. 
Screen Wire Cloth. Report of Committee D-14, 475. 
Tentative Method of Determination of Zinc in Pig Lead, 594. 
Tentative Methods of Chemical Analysis of Aluminum and Light Aluminum F 
Alloys, 597. 
Tentative Methods of Metallographic Testing of Non-Ferrous Metals and . 
Alloys, 931. 
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Cloud and Pour Test. Report of Sub-Committee XVI, Committee D-2, 382. 

Color. Report of Sub-Committee VI, Committee D-2, 352. e 

Emulsification. Report of Sub-Committee XI, Committee D-2, 358. 

Illuminating Oils. Report of Sub-Committee XIX, Committee D-2, 386. — 

Linseed Oil. Report of Sub-Committee V, Committee D-1, 262. 

Method for Determining Sludging Properties of Transformer Oils. E. A. Snyder. 
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Methods of Measuring the Emulsifying Tendency of Lubricating Oils, Based 
on Surface Tension. Howard Dimmig. Report of Sub-Committee XI, 
Committee D-2, Appendix, 363. 

Methods for Determining Sludging Properties of Transformer Oils. Report of 
Committee D-9, Appendix IT, 451. 

Oil consumption tests on household illuminating oils, 386. 

Organic Acidity and Saponification. Report of Sub-Committee XIII, Com- 
mittee D-2, 376. 

Proposed Burning Test for Kerosene Oils. Report of Sub-Committee XIX, 
Committee D-2, Appendix, 388. 

Results of tests on determination of foots in linseed oil, 264. 


Tentative Method of Test for Color of Lubricating Oils by Means of Union 
Colorimeter, 677. 

Tentative Method of Test for Color of Refined Petroleum Oil by Means of 
Saybolt Chromometer, 682. a 

Tentative Method of Test for Steam Emulsion of Lubricating Oils, 685. 

Tentative Methods of Testing Gas Oils (Gravity, Distillation, Sulfur, Carbon 
Residue, Pour Point, Viscosity, Water), 703. 

Tentative Revision of the Standard Methods of Sampling and Analysis of 
Creosote Oil, 972. 

Tentative Revision of the Standard Specifications for Purity of Raw Tung Oil, 


968 
Tentative Specifications for Raw Tung Oil, 644. 7 


Oxidation at High Temperatures. Report of Sub-Committee X, Committee 


D-?, 356. 


Anti-Fouling Paints. Report of Sub-Committee XXIII, Committee D-1, 322 

Definitions of Terms Used in Paint Specifications. Report of Sub-Committee 
VI, Committee D-1, 267. 

Methods of Analysis of Paint Materials. Report of Sub-Committee VIII, 
Committee D-1, 268. 

Physical Properties of Paint Materials. Report of Sub-Committee XVIII, 
Committee D-1, 321. 

Preparation of Iron and Steel Surfaces for Painting. Report of Sub-Committee 
XIV, Committee D-1, 302. 

Tentative Revision of the Standard Definitions of Terms Relating to Paint 
Specifications, 975. 

Testing of Paint Vehicles. Report of Sub-Committee III, Committee D-1, 260. 


Grease. Report of Sub-Committee IV, Committee D-2, 349. 


Petrolatum. Report of Sub-Committee I, Committee D-2, 347. 


Cloud and Pour Test. Report of Sub-Committee XVI, Committee D-2, 382. 


Color. Report of Sub-Committee VI, Committee D-2, 352. os _ 
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Petroleum (Continued): 
Distillation. Report of Sub-Committee VIII, Committee D-2, 355. _ 
7 Flash. Report of Sub-Committee XII, 374. 
a Method for Determining Sludging Properties of Transformer Oils. E. A. Snyder. 
Report of Committee D-9, Appendix I, 448. 
Methods for Determining Sludging Properties of Transformer Oils. Report of 
Committee D-9, Appendix II, 451. 
Nomenclature. Report of Sub-Committee XX, Committee D-2, 390. 
Organic Acidity and Saponification. Report of Sub-Committee XIII, Commit- 
tee D-2, 376. 
Oxidation at High Temperatures. Report of Sub-Committee X, Committee 
D-2, 356. 
Petroleum Products and Lubricants. Report of Committee D-2, 343. Adden- 
dum, 392. 
Proposed Method for Sampling Petroleum Products. Report of Sub-Committee 
XV, Committee D-2, Appendix, 380. 
Sampling and Gaging. Report of Sub-Committee XV, Committee D-2, 378. 
Tentative Method of Test for Cloud and Pour Points of Petroleum Products, 
698. 
Tentative Method of Test for Color of Refined Petroleum Oil by Means of Say- 
bolt Chromometer, 682. 
Tentative Method of Test for Distillation of Gasoline, Naphtha, Kerosene, and 
Similar Petroleum Products, 665. 
Tentative Method of Test for Flash and Fire Points by Means of Open Cup, 690. 
Tentative Method of Test for Viscosity of Petroleum Products and Lubricants, 
672. 
Tentative Method of Test for Water in Petroleum Products and Other Bitumi- 
nous Materials, 694. 
Phase Difference. 
Tentative Method of Test for Phase Difference (Power Factor) and Dielectric 
Constant of Molded Electrical Insulating Materials at Radio Frequencies, 
822. 
Phosphorus. 
Organization of the Joint Committee on Investigation of Phosphorus and Sulfur 
in Steel, 136. 
Second Preliminary Report of the Joint Committee on Investigation of Phos- 
phorus and Sulfur in Steel, 105. 
Photography. 
Tentative Recommended Practice for Photography as Applied to Metallography, 
945. ‘ 
Pig lron. 
Tentative Revision of the Standard Specifications for Foundry Pig Iron, 957. 


Pigments. 
Tentative Method of Test for Specific Gravity of Pigments, 651. 
Pipe. 
Clay and Cement Sewer Pipe. Report of Committee C-4, 196. 
Tentative Revision of the Standard Specifications for Cement-Concrete Sewer 
Pipe, 964. 
Tentative Revision of the Standard Specifications for Clay Sewer Pipe, 963. 
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Pipe (Continued): 
_ Tentative Revision of the Standard Specifications for Welded and Seamless 
Steel Pipe, 953. 
Tentative Revision of the Standard Specifications for Welded Wrought-Iron 
Pipe, 957. 
Pitch. 
Tentative Specifications for Coal-Tar Pitch for Stone Block Filler, 747. 
Tentative Specifications for High-Carbon Coal-Tar Pitch for Use in Damp- 
proofing and Waterproofing Above Ground Level, 779. 
Tentative Specifications for High-Carbon Coal-Tar Pitch for Use in Damp- 
proofing and Waterproofing Below Ground Level, 777. 
‘Plates. 
Tentative Specifications for Steel Plates of Flange Quality for Forge Welding, 
361. 
Tentative Specifications for Steel Plates of Structural Quality for Forge 
Welding, 546. 


Pothead Compounds. 
- Tentative Methods of Testing Cable Splicing and Pothead Compounds, 848. 


Pour Test. 
Cloud and Pour Test. Report of Sub-Committee XVI, Committee D-2, 382. 
Tentative Method of Test for Cloud and Pour Points of Petroleum Products, 698. 
_ Tentative Methods of Testing Gas Oils (Gravity, Distillation, Sulfur, Carbon 
Residue, Pour Point, Viscosity, Water), 703. 
Power Factor. 
A Method of Measuring Power Factor and Dielectric Constant of Insulating 
Materials at Commercial Frequencies. Report of Committee D-9, Appendix 
IIT, 456. 
Tentative Method of Test for Phase Difference (Power Factor) and Dielectric 
Constant of Molded Electrical Insulating Materials at Radio Frequencies, 822 
Preservatives. 
Preservative Coatings for Structural Materials. Report of Committee D-1, 257. 
Timber Preservatives. Report of Sub-Committee VI, Committee D-7, 417. 
Radio. 
Tentative Method of Test for Phase Difference (Power Factor) and Dielectric 
Constant of Molded Electrical Insulating Materials at Radio Frequencies, 822. 
_ Tentative Method of Test of Electrical Insulating Materials for Voltage Effects 
at Radio Frequencies, 841. 
Rails. 
Tentative Revision of the Standard Specifications for for Open-Hearth Steel Girder 
and High Tee Rails, 951. 


Refractories. 


Refractories. Report of Committee C- 8, 214. 
Scheme of service classification of refractories, 216. 


Research. 
Discussion on research, 70 


- Report of Executive Committee on organization of a committee on research, 59. 
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Rivets. 
Tentative Revision of the Standard Specifications for Boiler Rivet Steel, 955. » 2 


Road Materials 
Road and Paving Materials. Report of Committee D-4, 394. Addendum, 410. 
; Tentative Method of Float Test for Bituminous Road Materials, 756. 


Tentati. e Method of Mechanical Analysis of Subgrade Soils, 749. 

Tentative Method of Test for the Determination of Bitumen, 751. 

Tentative Method of Test for the Determination of Proportion of Bitumen iS. 
Soluble in Carbon Tetrachloride, 754. 

Tentative Methods of Sampling Bituminous Materials, 759. 

Tentative Revision of the Standard Method of Test for Apparent Specific 
Gravity of Sand, Stone and Slag Screenings, and Other Fine Non-Bituminous 
Highway Materials, 970. 

Tentative Revision of the Standard Method of Test for Quantity of Clay and Silt 
in Gravel for Highway Construction, 970. 

Tentative Revision of the Standard Method of Test for Soluble Bitumen, 970. 

Tentative Revision of the Standard Specifications for Materials for Cement 
Mortar Bed for Brick, Stone Block and Wood Block Pavements, 968. : 

Tentative Specifications for Asphalt Cement, 10 to 15 Penetration, for the a 
Manufacture of Asphalt Block, 719. ; 

Tentative Specifications for Asphalt Cement, 15 to 25 Penetration, for the 
Manufacture of Asphalt Block, 720. 


Tentative Specifications for Asphalt Cement, 25 to 30 Penetration, for Use in a * 


Sheet Asphalt and Asphaltic Concrete Pavements, 721. 
Tentative Specifications for Asphalt Cement, 30 to 40 Penetration, for Use in > . 
Sheet Asphalt and Asphaltic Concrete Pavements, 723. 

Tentative Specifications for Asphalt Cement, 40 to 50 Penetration, for Use in - 
Sheet Asphalt and Asphaltic Concrete Pavements, 725. 
Tentative Specifications for Asphalt Cement, 50 to 60 Penetration, for Use in . 

Sheet Asphalt and Asphaltic Concrete Pavements, 726. 

Tentative Specifications for Asphalt Cement, 60 to 70 Penetration, for Use in 
Sheet Asphalt, Asphaltic Concrete, and Asphalt Macadam Pavements, 727. 
Tentative Specifications for Asphalt Cement, 70 to 90 Penetration, for Use in 
Asphalt Macadam Pavements, 728. 
Tentative Specifications for Asphalt Cement, 90 to 120 Penetration, for Use in » 

Asphalt Macadam Pavements, 729. 
Tentative Specifications for Asphalt Cement, 120 to 150 Penetration, for Use in wr 

Asphalt Macadam Pavements, 730. _ 
Tentative Specifications for Broken Slag for Bituminous Concrete (Coarse- 

Graded Aggregate Type), 714. - 


Tentative Specifications for Broken Slag for Bituminous Concrete (Fine-Graded , = 


Aggregate Type), 716. 
: Tentative Specifications for Broken Slag for Bituminous Macadam Wearing — 
Course, 712. 
Tentative Specifications for Coal-Tar Pitch for Stone Block Filler, 747. 
Tentative Specifications for Commercial Sizes of Broken Stone and Broken Slag 
for Highway Construction, 709. 
Tentative Specifications for High-Carbon Tar Cement, 743. 
Tentative Specifications for High-Carbon Tar Cement for Use Cold in Repair 
Work (Cut-Back Product), 735. 
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Road Materials (C ontinued): 
Tentative Specifications for High-Carbon Tar for Surface Treatment, Cold 
Application, 731. 
Tentative Specifications for High-Carbon Tar for Surface Treatment, Hot 
Application, 739. 
Tentative Specifications for Low-Carbon Tar Cement, 745. 
Tentative Specifications for Low-Carbon Tar Cement for Use Cold in Repair 
Work (Cut-Back Product), 737. 
Tentative Specifications for Low-Carbon Tar for Surface Treatment, Cold 7 
Application, 733. 
Tentative Specifications for Low-Carbon Tar for Surface Treatment, Hot 
Application, 741. 
Tentative Specifications for Natural or Artificial Sand-Clay Mixtures for Road 
Surfacing, 718. 
Tentative Specifications for Sand for Sheet Asphalt and Bituminous Concrete 
Pavements, 717. 
Rubber Products. 
Rubber Products. Report of Committee D-11, 461. Discussion, 470. 
Tentative Methods of Testing Rubber Products, 870. 
Tentative Revision of the Standard Methods of Testing Cotton Rubber- 
Lined Hose, 973. 
Tentative Specifications for Braided Air Hose for Use with Pneumatic Tools, 
856. 
Tentative Specifications for Rubber Belting for Power Transmission, 860. 
Tentative Specifications for Rubber Matting for Use Around Electrical Appa- — 
ratus or Circuits Not Exceeding 3000 Volts to Ground, 867. 
Tentative Specifications for Wrapped Air Hose for Use with Pneumatic Tools, © 
852. 
Tentative Specifications for Wrapped Cold Water Hose, 864. 


7 Sampling. 

Proposed Method for Sampling Petroleum Products. Report of Sub-Committee 
XV, Committee D-2, Appendix,. 380. 

Report on Ladle Test Ingot Investigation. Report of Committee A-1, Appendix 
II, 92. 

Sampling and Gaging. Report of Sub-Committee XV, Committee D-2, 378. 

Tentative Methods of Sampling Bituminous Materials, 759. 

Tentative Methods of Sampling, Inspection, Packing and Marking of Quick- 
lime and Lime Products, 636. 

Sand. 

Tentative Revision of the Standard Method of Test for Apparent Specific 
Gravity of Sand, Stone and Slag Screenings, and Other Fine Non-Bituminous 
Highway Materials, 970. 

Tentative Specifications for Natural or Artificial Sand-Clay Mixtures for Road 


Surfacing, 718 
_ Tentative Specifications for Sand for Sheet Asphalt and Bituminous Concrete 
Pavements, 717. 
Saponification. 
Organic Acidity and Saponification. - Report of Sub-Committee XIII, Com- 
mittee D-2, 376. 
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Screens. 


Comparison of sieve specifications, 486. 
Screen Wire Cloth. Report of Committee D-14, 475. oe 
Tentative Specifications for Non-Ferrous Insect Screen Cloth, 591. 7 

Sewer Pipe. 
Clay and Cement Sewer Pipe. Report of Committee C-4, 196. 
Tentative Revision of the Standard Specifications for Cement-Concrete Sewer 


Pipe, 964. 
Tentative Revision of the Standard Specifications for Clay Sewer Pipe, 963. 
Shellac. 


; Shellac. Report of Sub-Committee XIII, Committee D-1, 300. 
Tentative Methods of Testing Shellac, 658. 


Tentative Revision of the Standard Methods of Testing Shellac, 969. 


Sieves. 
Comparison of sieve specifications, 486. : 


Silt. 


Tentative Revision of the Standard Methods of Test for Quantity of Clay and 
Silt in Gravel for Highway Construction, 970. 


Tentative Revision of the Standard Method of Test for Apparent Specific 
Gravity of Sand, Stone and Slag Screenings, and Other Fine Non-Bituminous . 
Highway Materials, 970. 

Tentative Specifications for Broken Slag for Bituminous Concrete (Coarse- 
Graded Aggregate Type), 714. 4 

Tentative Specifications for Broken Slag for Bituminous Concrete (Fine-Graded 
Aggregate Type), 716. 

Tentative Specifications for Broken Slag for Bituminous Macadam Wearing 
Course, 712. 

Tentative Specifications for Commercial Sizes of Broken Stone and Broken 

Slag for Highway Construction, 709. —— 
Soils. - @: 
Tentative Method of Mechanical Analysis of Subgrade Soils, 749. 2: 
Gravity. — 

Specific Gravity. Report of Sub-Committee, Committee E-8, Appendix, 534. 

Tentative Method of Test for Specific Gravity of Pigments, 651. 

Tentative Methods of Testing Gas Oils (Gravity, Distillation, Sulfur, Carbon 
Residue, Pour Point, Viscosity, Water), 703. 

Tentative Revision of the Standard Method of Test for Apparent Specific 
Gravity of Sand, Stone and Slag Screenings, and Other Fine Non-Bitumi- 
nous Highway Materials, 970. 

Corrosion of Iron and Steel. Report of Committee A-5, 145. pe 

Heat Treatment of Iron and Steel. Report of Committee A-4, 144. 

Identification of Non-Metallic Inclusions in Iron and Steel. William Campbell — 
and G. F. Comstock. Report of Committee E-4, Appendix, 521. 

Inspection of the Fort Sheridan, Pittsburgh, and Annapolis Tests. Report of 
Sub-Committee III, Committee A-5, 147. 
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Steel (Continued): 


Methods for Determining Weight of Coating on Iron and Steel. Report of 
Special Sub-Committee, Committee A-5, 167. 

Organization of the Joint Committee on Investigation of Phosphorus and Sulfur 
in Steei, 136. 

Preparation of Iron and Steel Surfaces for Painting. Report of Sub-Committee 
XIV, Committee D-1, 302. 

Proposed Revisions in Standards and Tentative Standards for Steel. Report 
of Committee A-1, Appendix I, 88. 

Report on Ladle Test Ingot Investigation. Report of Committee A-1, Appendix 
II, 92. 

Report of sub-sub-committee, Committee A-1, on homogeneity tests, 84. 

Second Preliminary Report of the Joint Committee on Investigation of Phos- 
phorus and Sulfur in Steel, 105. 

Steel. Report of Committee A-1, 80. 

Tentative Methods of Metallographic Testing of Iron and Steel, 919. 

Tentative Methods of Test for Magnetic Properties of Iron and Steel, 560. 

Tentative Revision of the Recommended Practice for Annealing of Carbon- 
Steel Castings, 959. 

Tentative Revision of the Standard Methods of Chemical Analysis of Alloy 
Steel, 959. 

Tentative Revision of the Standard Methods of Chemical Analysis of Plain 
Carbon Steel, 959. 

Tentative Revision of the Standard Methods of Test for Magnetic Properties 
of Iron and Steel, 958. 

Tentative Revision of the Standard Specifications for Automobile Carbon and 
Alloy Steels, 953. 

Tentative Revision of the Standard Specifications for Boiler and Firebox Steel 
for Locomotives, 955. 

Tentative Revision of the Standard Specifications for Boiler Rivet Steel, 955. 

Tentative Revision of the Standard Specifications for Lap-Welded 
and Seamless Steel Boiler Tubes for Locomotives, 953. 

Tentative Revision of the Standard Specifications for Open-Hearth Steel 
Girder and High Tee Rails, 951. 

Tentative Revision of the Standard Specifications for Steel Castings, 952. 

Tentative Revision of the Standard Specifications for Steel Track Spikes, 952. 

Tentative Revision of the Standard Specifications for Structural Nickel Steel, 
962. 

Tentative Revision of the Standard Specifications for Structural Steel for Cars, 
952. 

Tentative Revision of the Standard Specifications for Structural Steel for Loco- 
motives, 952. 

Tentative Revision of the Standard Specifications for Welded and Seamless 
Steel Pipe, 953. 

Tentative Specifications for Boiler and Firebox Steel for Stationary Service, 541. 

Tentative Specifications for Steel Castings, 555. 

Tentative Specifications for Steel Plates of Flange Quality for Forge Welding, 
551. 

Tentative Specifications for Steel Plates of Structural Quality for Forge Welding, 
546. 
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Stone. 

Tentative Revision of the Standard Method of Test for Apparent Specific 
Gravity of Sand, Stone and Slag Screenings, and Other Fine Non-Bituminous 
Highway Materials, 970. 

Tentative Revision of the Standard Specifications for Materials for Cement 
Mortar Bed for Brick, Stone Block and Wood Block Pavements, 968. 

Tentative Specifications for Commercial Sizes of Broken Stone and Broken Slag 
for Highway Construction, 709. 


Subgrade. 
Tentative Method of Mechanical Analysis of Subgrade Soils, 749. - _ 
Sulfur. 
Organization of the Joint Committee on Investigation of Phosphorus and Sulfur 
in Steel, 136. 


Second Preliminary Report of the Joint Committee on Investigation of Phos- 
a phorus and Sulfur in Steel, 105. 
Tentative Methods of Testing Gas Oils (Gravity, Distillation, Sulfur, Carbon 
Residue, Pour Point, Viscosity, Water), 703. 


Summary of the Proceedings. 7 
Summary of the Proceedings of the Twenty-sixth Annual Meeting, 13. 


Tape. 


Tentative Method of Test for Dielectric Strength of Sheet and Tape Insulating 
Materials Under Momentary Dielectric Stress, 817. 


Tar. 

Tentative Specifications for Coal-Tar Pitch for Stone Block Filler, 747. : 

Tentative Specifications for Low-Carbon Tar Cement, 745. 

Tentative Specifications for Low-Carbon Tar Cement for Use Cold in Repair 
Work (Cut-Back Product), 737. 

Tentative Specifications for Low-Carbon Tar for Surface Treatment, Cold Appli- 
cation, 733. 

Tentative Specifications for Low-Carbon Tar for Surface Treatment, Hot 
Application, 741. 

Tentative Specifications for High-Carbon Coal-Tar Pitch for Use in Damp- 
proofing and Waterproofing Above Ground Level, 779. 

Tentative Specifications for High-Carbon Coal-Tar Pitch for Use in Damp- 
proofing and Waterproofing Below Ground Level, 777. 

Tentative Specifications for High-Carbon Tar Cement, 743. 

Tentative Specifications for High-Carbon Tar Cement for Use Cold in Repair 7 
Work (Cut-Back Product), 735. 

Tentative Specifications for High-Carbon Tar for Surface Treatment, Cold 
Application, 731. 

Tentative Specifications for High-Carbon Tar for Surface Treatment, Hot > 


Application, 739. 


Suggested Methods of Tension Testing of Metallic Materials. “Report of Com- 
mittee E-1, Appendix, 495. Discussion, 508. 
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 Terne. 
Methods for Determining Weight of Coating on Iron and Steel. Report of 
: Special Sub-Committee, Committee A-5, 167. 
Tentative Methods of Determining Weight of Coating on Tin, Terne, and Lead- 
Coated Sheets, 573. 
Testing Apparatus. 
Tentative Methods of Verification of Testing Machines, 911. ; 


Testing, Methods of. 
Methods of Testing. Report of Committee E-1, 481. Discussion, 508. 
7 Methods of Testing. Report of Sub-Committee IX, Committee D-7, 418. 


Suggested Methods of Tension Testing of Metallic Materials. Report of 
Committee E-1, Appendix, 495. Discussion, 508. 
; Tentative Definitions of Terms Relating to Methods of Testing, 937. 


Tentative Methods of Verification of Testing Machines, 911. 
Tentative Revision of the Standard Methods of Mechanical Testing of Metallic 
Materials, 975. , 


Textile Materials. 
Tentative Revision of the Standard General Methods of Testing Cotton Fabrics, 
973. 
Tentative Specifications for Imperfections and Tolerances for Cord Tire Fabrics, 
894. 
- Tentative Specifications for Imperfections and Tolerances for Square-Woven 
Fabrics, 890. 
Tentative Specifications for Tolerances and Test Methods for Cotton Yarns 
and Cords, 898. 
Tentative Specifications for Tolerances for Hose Ducks and Belt Ducks, 902. 
Textile Materials. Report of Committee D-13, 471. 


Thermometers. 
7 Summary of thermometer specifications appearing in A.S.T.M. Standards, 
478. 


Tentative Specifications for A.S.T.M. Partial-Immersion Thermometer for 
a _ General Use, —20 to +150° C., 0 to +300° F., 905. 
Tentative Specifications for A.S.T.M. Partial-Immersion Thermometer for 
: General Use, —5 to + 300° C., +20 to +580° F., 907. 
Tentative Specifications for A.S.T.M. Partial-Immersion Thermometer for 
General Use, —5 to +400° C., +20 to +760° F., 909. 
Thermometers. Report of Committee D-15,477. 


Tile. 
Drain Tile. Report of Committee C-6, 198. 
Hollow Building Tile. Report of Committee C-10, 230. : 
Tentative Definitions of Terms Relating to Hollow Tile, 640. ware er 
Tentative Revision of the Standard Specifications for Drain Tile, 960. 
Tentative Specifications for Gypsum Partition Tile or Block, 632. 


Timber. 
Methods of Testing. Report of Sub-Committee IX, Committee D-7, 418. 
Timber. Report of Committee D-7, 416. 
Timber Preservatives. Report of Sub-Committee VI, Committee D-7, 417. 
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A Review of the Tin Situation. Lawrence Addicks. Report of Committee 
B-2, Appendix, 184. Discussion, 188. 

Methods for Determining Weight of Coating on Iron and Steel. Report of — 
Special Sub-Committee, Committee A-5, 167. 

Tentative Methods of Determining Weight of Coating on Tin, Terne, and Lead- 
Coated Sheets, 573. 


Tire. 
Tentative Specifications for Imperfections and Tolerances for Cord Tire Fabrics, 
894. 
Tentative Specifications for Imperfections and Tolerances for Square-Woven 
Tire Fabrics, 890. 
Track Spikes. 
Tentative Revision of the Standard Specifications for Steel Track Spikes, 952. 
Tubes. 
Tentative Revision of the Standard Specifications for Lap-Welded and Seamless 
Steel Boiler Tubes for Locomotives, 953. 
Tentative Specifications for Seamless Admiralty Condenser Tubes and Ferrule 
Stock, 587. 
Tung Oil. 
Tentative Revision of the Standard Specifications for Purity of Raw Tung Oil, 
968. 
Tentative Specifications for Raw Tung Oil, 644. 


Varnish. 

Accelerated Elasticity Test for Oleo-Resinous Varnishes (The Kauri Reduction 
Test). L. V. Pulsifer. Report of Sub-Committee IX, Committee D-1, 
Appendix, 282. 

Comparison of Kauri reduction and exposure tests on varnishes, 280. 

Measurement of the Thickness of Varnish Films. E. A. Stoppel. Report of | 
Sub-Committee IX, Committee D-1, Appendix, 285. 

Physical Properties of Varnish Films Indicated by Stress-Strain Measurements. _ 
H. A. Nelson. Report of Sub-Committee IX, Committee D-1, Appendix, 290. — 

Results of Exposure Tests on Varnishes. Report of Sub-Committee IX, Com- | 
mittee D-1, Appendix, 273. ; 

Tentative Methods of Testing Insulating Varnishes, 811. 

Tentative Methods of Testing Oleo-Resinous Varnishes, 655. 

Varnish. Report of Sub-Committee XI, Committee D-1, 269. 

Viscosity. 

Tentative Method of Test for Viscosity of Petroleum Products and Lubricants, 
672. 

Tentative Methods of Testing Gas Oils (Gravity, Distillation, Sulfur, Carbo: 
Residue, Pour Point, Viscosity, Water), 703. 4 

Tentative Revision of the Standard Methods of Testing Lubricants (Specific 
Gravity, Free Acid, Carbon Residue, Viscosity), 969. 

Volumetric Changes. 

Volumetric Changes of Gypsum. J. Miller Porter. Report of Committee C-11, 

Appendix II, 244. 
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Water. 


Tentative Method of Test for Water in Petroleum Products and Other Bitumi- 
nous Materials, 694. 

Tentative Methods of Testing Gas Oils (Gravity, Distillation, Sulfur, Carbon 
Residue, Pour Point, Viscosity, Water), 703. 

Waterproofing. 

Tentative Methods of Testing Bituminous Mastics, Grouts and Like Mixtures, 
805. 

Tentative Methods of Testing Felted and Woven Fabrics Saturated with 
Bituminous Substances for Use in Waterproofing, 796. 

Tentative Specifications for Asphalt for Use in Damp-proofing and Water- 
proofing Above Ground Level, 775. 

Tentative Specifications for Asphalt for Use in Damp-proofing and Water- 
proofing Below Ground Level, 773. 

Tentative Specifications for Asphalt Mastic for Use in Waterproofing, 781. 

Tentative Specifications for Bituminous Grout for Use in Waterproofing Above 
Ground Level, 783. 

Tentative Specifications for Bituminous Grout for Use in Waterproofing Below 
Ground Level, 785. 

Tentative Specifications for Burlap Saturated with Bituminous Substances for 
Use in Waterproofing, 793. 

Tentative Specifications for Felted Fabrics Saturated with Bituminous Sub- 
stances for Use in Waterproofing, 787. 

Tentative Specifications for High-Carbon Coal-Tar Pitch for Use in Damp- 
proofing and Waterproofing Above Ground Level, 779. 

Tentative Specifications for High-Carbon Coal-Tar Pitch for Use in Damp- 
proofing and Waterproofing Below Ground Level, 777. 

Tentative Specifications for Woven Cotton Fabrics Saturated with Bituminous 
Substances for Use in Waterproofing, 790. 

Waterproofing Materials. Report of Committee D-8, 42). 

Wax. 

Proposed Method for Sampling Petroleum Products. Report of Sub-Committee 

XV, Committee D-2, Appendix, 380. 
Welding. 
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